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	TASK:   INSERT
	Overall Task

Risk Rating:
	A

	Description:
	 

	Application:
	 Construction Projects
	 Industrial (Maintenance Shop, Storage Areas)
	 Office Areas
	Performed By:
	 Our Organization
	 Subcontractors

	Approved By:
	
	Position:
	
	Date:
	


	Job Hazard and Risk Analysis
	RISK RATING SYSTEM
	A 
	High likelihood of personal injury or facility, material or equipment damage. 

	
	
	B 
	Moderate likelihood of personal injury or facility, material or equipment damage.

	
	
	C  
	Minor likelihood of personal injury or facility, material or equipment damage.

	TASK HAZARDS
	TASK CONTROLS
	RISK RATING

	
	· 
	A

	
	· 
	B

	
	· 
	A

	
	· 
	C

	
	· 
	A


	Personal Protective Equipment (Must Be CSA Approved)
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HEAD PROTECTION
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FOOT PROTECTION
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EYE PROTECTION
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SKIN PROTECTION
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FALL PROTECTION
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RESPIRATORY PROTECTION
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HEARING PROTECTION
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HIGH-VIS PROTECTION
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HAND PROTECTION
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FACE PROTECTION


	ADDITIONAL PROTECTION LISTED IN CONTROLS


	ADDITIONAL PPE CONSIDERATIONS
· Workers on construction projects must wear, at a minimum, head and foot protection.

· Ensure workers wear CSA approved eye protection when completing tasks that may cause objects to fly, dislodge or the like.

· Seat belts must be worn at all times.


	Safe Work Practices (swp)

	· 

	TRAINING

· 

	PERSONAL PROTECTIVE EQUIPMENT

· 

	INSPECTIONS

· 


	Safe Job Procedures (sjp)

	PRE-TASK COMMENCEMENT



	DURING TASK



	TASK COMPLETION
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