® Inspection

Weeks Construction & Wrecking Project: - Inspections Project
6305 Carpinteria Ave
Carpinteria, California 93013

Hot Work #4
TYPE: Health and Safety
TRADE: Ironworks STATUS: Open
SPEC SECTION: LOCATION:
DESCRIPTION:

All temporary operations involving open flames or producing heat and/or sparks require a Hot Work Permit. This includes, but is not limited to, brazing,
cutting, grinding, soldering, thawing, and welding.

ATTACHMENTS:

INSPECTION DETAILS
INSPECTION DATE: 2/11/2016 INSPECTOR:

RESPONSIBLE CONTRACTOR: POINT OF CONTACT:

Hot Work Checklist

1.1 | Sprinklers and fire hoses streams in service/operable. D D D
Y N N/A

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
1.2 | Hot Work equipment in good condition (e.g., power source, welding leads, torches, etc.) D D D
Y N N/A

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
1.3 | Multi-purpose fire extinguisher and/or water pump can. D D D
Y N N/A

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes

Summary: 0 0 0
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Inspection

Requirements Within 35 Feet of Work

2.1 | Dust, lint, debris, flammable liquids and oily deposits removed. D D D
Y N N/A

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
2.2 | Explosive atmosphere in area eliminated. D D D
Y N N/A

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
23 Combustible floors (e.g., wood, tile, carpeting) wet down, covered with damp sand or fire |:| |:| |:|
: blankets. Y N N/A

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
o4 Flammable and combustible material, remove where possible. Otherwise protected with |:| |:| |:|
: fire blankets, guards, or metal shields. Y N N/A

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
2.5 | All wall and floor openings covered. D D D
Y N N/A

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
2.6 | Walkways protected beneath hot work. D D D
Y N N/A

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes

Summary: 0 0 0

Work on Walls or Ceilings

3.1 | Combustibles moved away from other side of wall. D D D
Y N N/A
Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
Summary: 0 0 0
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® Inspection

Work in Confined Spaces

4.1 | Confined space cleaned of all combustibles (example: grease, oil, flammable vapors).

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes

4.2 | Containers purged of flammable liquids/vapors.

Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes

4.3 | Company confined space guidelines followed.

Y N N/A
Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
Summary: 0 0 0
Fire Watch / Hot Work Area Monitoring
o1 Fire watch will be provided during and for 30 minutes after work, including any coffee or |:| |:| |:|
: lunch breaks. Y N N/A
Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
52 Fire watch is supplied with an extinguisher, and/or water pump can, also making use of |:| |:| |:|
: other extinguishers located throughout work area. Y N N/A
Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
53 Fire watch is trained in use of this equipment and familiar with location of sounding |:| |:| |:|
: alarm. Y N N/A
Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
5.4 | Fire watch is required for opposite side of walls, above, and below floors and ceilings. D D D
Y N N/A
Activity: 0 Comments, 0 Attachments, 0 Photos, 0 Status Changes
Summary: 0 0 0
Inspection Summary: 0 0 0
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