Submittal and Detail Sheet

Blarsen (3

PROJECT: Vortex Business Center

LOCATION: Flagstaff, AZ

Fire Extinguishers — MP,DC & HT Series

MODEL NUMBER: MP10 QUANTITY: 16

ARCHITECT: Vandelay Architecture
DATE:

MP SERIES-Multi-Purpose Dry Chemical

These units contain specially fluidized and siliconized mono ammonium phosphate powder MP2/ MP5

which smothers and breaks the chain reaction on Class B fires, fuses and insulates Class A N MP5-A

fires, and, as a non-conductor of electricity, is effective on Class C fires. DC2'72 =
_ HT2'/2 DCS

DC SERIES-Regular Dry Chemical HTS*

These units contain specially siliconized sodium bicarbonate powder with free flowing and
non-caking additives, suitable for fires in flammable liquids, and energized electrical
equipment.

All multi-purpose and regular dry chemical units feature: Heavy DOT steel cylinders *
Rugged metal valves and siphon tubes * Replaceable molded valve stem seals * Pull pin-
upright squeeze grip operation * Approved to -65 degrees F. * Non-toxic * Pressure gauges*

HT SERIES-Halotron |
Halotron | is an EPA approved clean agent which discharges as a rapidly evaporating liquid,
leaving no residue. It effectively extinguishes Class A, B and C fires and is intended

CONTRACTOR:

CMCo

DISTRIBUTOR: Fire Specialties

DC10
HT11
HT15'2

for use in areas formerly protected by Halon 1211.

MP20
DC20

*Note: HT5 is equipped with nozzle
in lieu of hose and horn.

MODEL NOMINAL SHIPPING CYLINDER OVERALL OVERALL UL STANDARD OPTIONAL
NUMBER CAPACITY WEIGHT DIAMETER HEIGHT WIDTH RATING BRACKET* BRACKET**
MP2Y2 2% Ibs. 5% Ibs. 3in. 15% in. 5% in. 1A-10B:C 817 860
MP5 5 lbs. 9V, Ibs. A4Y40n. 15Y4in. 7Y in. 2A-10B:C 16591 B-2, 818, 821, 862
MP5-A 5 Ibs. 9% Ibs. 4Y4in. 15Y%4 in. 7Y in. 3A40B:C 16591 818, 821, 862
MP6 6 Ibs. 12% Ibs. 5in. 16 in. 7% in. 3A-40B:C 5525 808, 862
| MP10 10 Ibs. 18 Ibs. 5in. 20in. 7% in. 4A-80B:C 546 B-2, 846, 862 |
MP20 20 1bs. 38 1bs. 71n. 23%4in. 10% 1n. TOA-T20B:C 577 864
DC2% 2% Ibs. 5% Ibs. 3in. 15% in. 5-3/4 in. 10B:.C 817 860
DC5 5% Ibs. 9% Ibs. 4Y4in. 15Y4in. 74 in. 40B:C 16591 B-2, 818, 821, 862
DC6 6 Ibs. 13 Ibs. 5in. 16%in. 8% in. 40B:C 546 808, 862
DC10 10 Ibs. 18 Ibs. 5in. 20in. 7-3/4 in. 60B:C 546 B-2, 846, 862
DC20 20 Ibs. 38 Ibs. 7in. 23Y4in. 10%4 in. 120B:C 577 864
HT2% 2% Ibs. 5% Ibs. 3in. 15%in. 5% in. 2B:C 817 860
HT5 5 lbs. 9% Ibs. A4Y40n. 15Y4in. 5-3/4 in. 5B:C 818 860
HT11 11 Ibs. 22% Ibs. 6in. 21in. 9% in. 1A:10B:C 575 N/A
HT15% 15% Ibs. 27 Ibs. 6in. 21in. 9% in. 2A:10B:C 575 N/A

STANDARD BRACKETS*

PTIONAL BRACKETS*
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*NOTE: Standard brackets are included with all extinguishers at no additional cost. If specified, optional brackets are only available at
additional cost. All of the above brackets are designed to accommodate Larsen's extinguishers. While most comparably sized
extinguishers usually will function with the above brackets, Larsen's cannot assume responsibility for variations in cylinder
dimensions among various extinguisher suppliers.

LARSEN'S MANUFACTURING COMPANY
7421 Commerce Lane N.E., Mpls, MN 55432
Phone: (763) 571-1181 FAX: (763) 571-6900
www.larsensmfg.com

FLORIDA DIVISION:
3130 N.W. 17" Street, Ft. Lauderdale, FL 33311
Phone: (954) 486-3325 FAX: (954) 486-3352
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Fire-Rated Cabinets - Flame-Shield® Option

Supplemental* Submittal and Detail Sheet for Fire-Rated: Architectural Series,

Y 4 @ Gemini Series, Cameo Series, Medallion Series, Vista Series, Rota Series. Fire
Bpse” s Hose & Valve Cabinets, and Fire Blanket Cabinets. (NOTE: This supplemental
Fire-Rated Submittal & Detail Sheet must be combined With the respective Submittal &
Detail Sheet for the appropriate above listed cabinet series.)

PROJECT: Vortex Business Center LOCATION: Flagstaff, AZ
MODEL NUMBER: FS_SS-2409-R7 QUANTITY: 16
ARCHITECT:_Vandelay Architecture CONTRACTOR: CMCo

DATE: 01-02-17 DISTRIBUTOR: Fire Specialties

SPECIFICATIONS:

The Flame-Shield fire-rated option is available for a variety of Larsen's fire extinguisher, fire department valve, fire hose, and
fire blanket cabinets. It is designed specifically to maintain the integrity of one and two hour fire walls with all Larsen's recessed
and semi-recessed cabinets. Warnock-Hersey has certified and listed Larsen's Flame-Shield fire-rated option for one and two
hour combustible and non-combustible wall systems to meet the requirements of UBC Standard 43-B (ASTM E-814).

All boxes for cabinets with the Flame-Shield fire-rated option have a double wall of cold-rolled steel with baked acrylic enamel
finish. The space between the double walls is lined entirely with 5/8" thick fire barrier material. All Larsen's cabinets with the
Flame-Shield fire-rated option are provided with factory supplied anchoring devices.
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OSTEP 1: Select fire-rated cabinet model number from the dimensions on the back of this sheet (or on attached sheet) and
indicate on the top of this sheet. Because rough opening dimensions for fire-rated cabinets are larger than non-rated cabinets,
please make sure the top of the dimension sheet refers to fire-rated cabinets and all model numbers are preceded by the prefix,
"FS". The appropriate prefix for the respective Larsen's cabinet series should follow the "FS" prefix: Gemini (G), Cameo (C),
Medallion (B for Brass or BZ for Bronze), Vista (V), Rota (R), Fire Hose (HC), Valve (VC), or Fire Blanket (FB). To specify
aluminum trim and door, use the prefix, "AL" immediately before the model number. To specify stainless steel trim and door,
use the prefix, "SS" immediately before the model number.

NOTE: For steps 2-5, please refer to attached Submittal & Detail Sheet for one of the following respective cabinet
series: Architectural Series, Gemini Series, Cameo Series, Medallion Series, Vista Series, Rota Series, Fire Hose
Cabinet, or Valve Cabinet.

STEP 2: Select Door Style and Door Glazing (if applicable) STEP 4: Indicate Trim Projection
STEP 3: Indicate Trim and Door Material STEP 5: Select Optional Die Cut Lettering

[0 OPTIONAL RECESSED HANDLE
essed cup handle is

[J OPTIONAL "FIRE" HANDLE
Optional re

Optional die cast "Flre
Handle is available at
additional cost.

Natural finish is y
standard. Optional ¢
finishes are red, black,

and white. ADA projection guidelires.

ardard [J Red [ Black [ white
LARSEN'S MANUFACTURING COMPANY - www.larsensmfg.com
7421 Commerce Lane N.E., Minneaeolis, MN 55432 Phone: (763) 571-1181 FAX: (763) 571-6900

FLORIDA DIVISION: 3130 N.W. 17" Street, Ft. Lauderdale, FL 33311 Phone: (954) 486-3325 FAX: (954) 486-3352
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B Larsen’s’

PROJECT: Vortex Business Center

Architectural Series Fire Extinguisher Cabinets
Submittal and Detail Sheet

LOCATION: Flagstaff, AZ

MODEL NUMBER: FS-SS-2409-R7

QUANTITY: 16

ARCHITECT: Vandelay Architecture

CONTRACTOR: CMCo

DATE: 01-02-17

DISTRIBUTOR;: Fire Specialties

SPECIFICATIONS:

All recessed and semi-recessed cabinets and surface-mounted steel cabinets have a heavy gauge, white baked enamel box. Surface-mounted
cabinets with aluminum door and trim have a box constructed entirely of clear or color anodized aluminum. Surface-mounted cabinets with
stainless steel door and trim have a box constructed entirely of 304 stainless steel with a #4 finish.

Steel and stainless steel cabinets have a full ¥2" thick hollow metal heavy gauge door. Trims and doors feature one piece construction with satin
finish pull handle, continuous matching hinge, and self-adjusting roller catch. Baked white enamel finish is standard for steel units. Stainless
steel cabinets have a #4 finish, 304 stainless steel.

Aluminum cabinet doors and trims are extruded or fabricated aluminum with clear satin anodized finish. Aluminum door is ¥2" thick with satin
finish matching pull handle and hinge. Color anodized finishes are available as options.

STEP 1: Select cabinet model number from the dimensions on page 2 and indicate on the top of this sheet. To specify aluminum trim and door,
use the prefix, "AL" before the model number. To specify stainless steel trim and door, use the prefix, "SS" before the model number. Note:
Rough opening dimensions are larger for fire-rated cabinets. Please refer to separate Fire-Rated Cabinet Submittal and Detail Sheet.

STEP 5: Select Optional* Die Cut
Lettering Style and Color:

ISTEP 2: Select Door Style and Door Glazing (if applicable) below:

|
|

DOOR AZING: ‘ =

[] e (stnard> :

I I II | |:| Clear Tempered Safety Glass I ? l l E

[] clear wire Glass 3 - !

HE ted Safety Glass : \e: K H

[E] Full Panel/ [] Horizontal  []Vertical [ solid D Bronze Acrylic L . | <

\ ir e [] oray Aceytic [ verticai [(]rgnsgenas HETL
lD I | [ (othen —— % Dse cut leNering is

m RUIR(M| [k /il s it o

0 Whi lettering is on e metal

section of the ddor - not

+ Noke: So8d Door with on the glazing. Decals

Larsen-Loc® can be specihed

O

[]Full Panel []Horizontal ~[TVertical []Solid as Institutional Door (access also are available ahd are
with — Duo with Duo with 'with only with key) by delating the |:| her shippedloose for jobske
Larsen-Loc ~_Larsen-Loc Larsen-Loc___Larsen-Lockull handle and decal application.

STEP 3: Indicate
Trim and Door

STEP 4: Indicate TrimyProjection Below:

Material:

[] Steel / |
[ ] Aluminum (AL) / / / ]
~| Stainless / / / 4
(1 Other (specify) | | Oyraie B D

Semi-Recessed*

T Trimless cabinets must be installed before the drywall because their plaster stops must be behind the drywall.

Trimless cabinets are not recommended for block wall installation.
* See back of this sheet or attached sheet for Recessed Handle (required only for 4" return trims when ADA wall projection compliance is
necessary)
LARSEN'S MANUFACTURING COMPANY - www.larsensmfg.com
7421 Commerce Lane N.E., Minneaeolis, MN 55432 Phone: (763) 571-1181 FAX: (763) 571-6900
FLORIDA DIVISION: 3130 N.W. 17" Street, Ft. Lauderdale, FL 33311 Phone: (954) 486-3325 FAX: (954) 486-3352
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FIRE-RATED CABINET DIMENSIONS Please Note
ARCHITECTURAL, GEMINI, AND MEDALLION SERIES

. . . . Outside Trim N Recommended
N'\S(r)ndbe;r Trgr:ojs(ta)éltzieoerl]nd Inside Box Dimensions Dimensions Rough Opening Extinguisher
Height Width Depth Height Width Height Width Depth Capacity
FS 2409-R1 Rec. 5/16" 24" 9v5" 5" 27" 13" 26%s" 11-5/8" 67s" M|:|YI5P I\%IlléZSA
FS 2409-5R Sem@-Rec. 1v" 24" 915" 5" 27" 13" 267" 11-5/8" A4%" DC2’1/2 DC5
FS 2409-R3 Semi-Rec. 2¥» 24 9Ys 5h* 27Y5 13 26Y4 11-5/8 39 HT2%. HT5
FS 2409-R2 Rec. 5/16" 24" 95" 6" 275" 13" 26%" 11-5/8" 7" MP 2%,
FS 2409-6R Semi-Rec. 215" 24" 9v5" 6" 27" 13" 26%s" 11-5/8" 4%" MP5, MP5-A
FS 2409-RM Semi-Rec. 42" 24" 915" 6" 27" 13" 26%" 11-5/8" 2%" DC2v%, DC5
FS 2409-R4 Semi-Rec. 3%2" 24" 95" 6" 275" 13" 26%" 11-5/8" 4" MP6, MP10
FS 2409-RA Semi-Rec. 4" 24" 9v5" 6" 27%" 13" 26%s" 11-5/8" 3%" DC6,DC10,CD5
FS 2409-R7 Semi-Rec. 12" 24" 915" 6" 272" 13" 26%4" 11-5/8" 5%" ] HT2Y, HT5
* Depth is 4%2" when supplied with aluminum door and trim. The AL2409-5R has a 1%4" square trim.
FS 2712-R Rec. 5/16" 27" 12" 8" 30" 15%" 29%" 14%" 9%s" All of Above,
FS 2712-RK Semi-Rec. 14" 27" 12" 8" 30%:" 15%" 29%" 14%" 8" PW2%2, MP20
FS 2712-RL Semi-Rec. 215" 27" 12" 8" 30%%" 15%%" 29%" 14%" 7" DC20,CD10,WC-6L
FS 2712-RM Semi-Rec. 42" 27" 12" 8" 302" 155" 297" 14%8" A4%" HT11, HT15%
FS 2712-RA Semi-Rec. 4" 27" 12" 8" 302" 155" 29%" 14%" 5%" WM2Y2, WC2¥%2
Two Each:
FS 2720-R Rec. 5/16" 27" 20" 8" 30v2" 23v" 29%" 22" 9%"  |PW2%,MP10,DC10
FS 2720-RK Semi-Rec. 1% | 27" 20" 8" 30%" 23%" 29%" 22%" 8%" | MP20, DC20, CD5
FS 2720-RL Semi-Rec. 22" 27" 20" 8" 30%2" 23%," 297" 22" 7"
FS 2720-RM Semi-Rec. 4v2" 27" 20" 8" 30%" 23v," 29%" 224" 4%" CDS, CD10, WSB'L
FS 2720-RA Semi-Rec. 4" 27" 20" 8" 30" 23" 29%" 22%" 5% | HTLL HT15%
WM2Y2, WC2Y%
FS 3012-R Rec. 5/16" 30" 12" 8" 33" 154" 32" 14%" 9%"
FS 3012-RK Semi-Rec. 1v4" 30" 12" 8" 33%" 15%" 32%" 14%" 8" Same as
FS 3012-RL Semi-Rec. 212" 30" 12" 8" 33%" 15%" 32%" 144" 7" 2712
FS 3012-RM Semi-Rec. 42" 30" 12" 8" 33" 15%%" 32" 14%" 47"
FS 3012-RA Semi-Rec. 4" 30" 12" 8" 33%" 15%%" 32%" 14%8" 5%"
FS 3612-R Rec. 5/16" 36" 12" 8" 394" 15%" 38%" 14%" gy | Sameas2ri2
FS 3612-RK Semi-Rec. 1v4" 36" 12" 8" 39" 15%" 38%" 14" 8" FB 3612
FS 3612-RL Semi-Rec. 2v2" 36" 12" 8" 39" 154" 384" 14%" 7" OPTION:
FS 3612-RM Semi-Rec. 42" 36" 12" 8" 392" 15%%" 38%" 14%" 4%"
FS 3612-RA Semi-Rec. 4" 36" 12" 8" 39" 15%" 38%" 14" 5-3/8" [ wishelf &
Fire Blanket
FS 3216-R Rec. 5/16" 32" 16" 8" 354" 19%" 34%" 18%" 9%s" PW2%, MP20
FS 3216-RK Semi-Rec. 1v4" 32" 16" 8" 35%" 19%" 34%" 18" 8" DC20. CD10
FS 3216-RL Semi-Rec. 2v2" 32" 16" 8" 35%5" 191" 344" 18%" 7 C|515
FS 3216-RM Semi-Rec. 42" 32" 16" 8" 35%" 195" 34%" 18%" 4%" f "
FS 3216-RA Semi-Rec. 4" 32" 16" g" 354" 19%" 34%" 18%" 5%" WM2%, WC2'e

FIRE-RATED CABINET DIMENSIONS
VISTA,ROTA SERIES, AND FIRE HOSE & VALVE CABINETS**

MODEL NUMBER TRIM STYLE & | INSIDE BOX DIMENSION OUTSIDE TRIM ROUGH OPENING
PROJECTION HxWxD DIMENSION - HxW HxWxD*

FS 2409-R7 Semi - 1-1/2" 24"x 9-1/2 x 6" 27-1/2" x 13" 26-1/8 x 11-5/8 x 5-7/8"

FS

FS

FS

FS

FS

*NOTE: These are rough openings for Fire-Rated cabinets. Rough openings for non-rated cabinets are smaller - please refer to the
appropriate non-rated Submittal and Detail Sheet. Rough openings must be cut to the exact specifications or the fire rating will be
void.

** No knock-outs are provided with fire-rated hose and valve cabinets. Pipe holes must be drilled by the installer and complete
instructions are supplied with each fire-rated hose & valve cabinet.

LARSEN'S MANUFACTURING COMPANY 7421 Commerce Lane N.E., Mpls, MN 55432
www.larsensmfg.com Phone: (763) 571-1181 FAX: (763) 571-6900
FLORIDA DIVISION: 3130 N.W. 17" Street, Ft. Lauderdale, FL 33311 Phone: (954) 486-3325 FAX: (954) 486-3352

©2011 Larsen's Mfg. Co.
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